regulation of the outer glass protecting shell. 

The opening in the outer shell is placed over growth, the 
outiit started with lever regulator ‘‘6’’ touching pole ‘‘1’’ and 
gradually increasing sparking by moving the regulater away 
from pole ‘‘1.’’ This sparking is continued, until in the case 

_of a wart there is a decided redness as compared with normal 

_ tissue or in a mole until it is bloodless. If a second treat 

ment is required give as socn as the irritation has sybsided. 
Use a local anaesthetic if desired. 


~ CATAPHORESIS 


Attach special electrode to outfit and place a layer of 
absorbent cotton, lint, asbestos or blotting paper saturated 
‘with a solution of the drug in the large end and the current 
‘drives the drug into the tissues. y 


OZONE TREATMENTS 
By connecting the special glass generator half filled with 
oils of pine and eucalyptus to this outfit you can obtain a 
splendid mixture of ozonized air saturated with these oils that 
is beneficial in the treatment of respiratory diseases. 


DISEASES BENEFITTED BY HIGH FREQUENCY 

Acne, Acne Rosacea, Actinomycosis, Alopecia Areata, Anus 
Fissures of, Arthritis Deformans, Arthritis Rheumatoid, Asth- 
‘ma, Bazin’s Disease, Barber's Itch, Carcinoma, Catarrh, Chlor- 
‘osis, Constipation, Diabetes, Dyspepsia, Ear and Eye troubles, 
‘Eczema, Gastritis, Gleet, Goitre, Goitre Exopthalmic, Gout, 
Headaches, Hemorrhoids, Hysteria, Indigestions, Insomnia, 
Laryngitis, Leucorrhea, Locomotor Ataxia, Lumbago, Moles, 
‘Neuralgia, Neuritis, Nerveus Debility, Neurasthenia, Rheuma 
‘tism, Ring Worm, Sciatica, Stomach-Atonic Dilation of, Sycosis, 
‘Torticollis, Sprains, Tuberculous Glands, Tuberecular Areas, 
‘Tumers, Uterine Diseases. 
We will gladly furnish special infcrmation relative to 
treating any of the conditicns outlined abcve. For more de 
tailed method of treatment, we would refer you to the fol- 
lowing texts, which we can supply at prices quoted, mailed or 
by express prepaid. 





High Frequency Currents—Strong ...........+e2-eee8- $3.00 
Currents of High Potential—Snow ..............0.... 3.50 
mien Frequency~—-Crooks .....ccssespecvecnsesss smn 2.00 
mash Frequency—Eberhart ....6.-.6.00-+ 6000 00s ae 2.00 
Modern Physio-Therapy—Juettner ..............0000% 5.00 


We are prepared to furnish large appliances for lligh 
Frequency and X-Ray work and will quote prices and send 
description on request. 
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JOHN A. WILFERTH 


General Agent for Pacific Coast. 
212-214 0. T. JOHNSON BUILDING, — 
Home A 5756 LOS ANGELES, CAL. 


SCHEIDEL-WESTERN X-RAY COIL C0. 


Largest Manufacturers of 
X-Ray Apparatus 
in the World. 


411-419 S, Jefferson St. CHICAGO, ILL. 


a 4 


er eel ; 
re 
| ES PES 
| &, 
e 
Sece= 


OPERATION - Current Outfits 


Connect plug to electric light socket, select elec- 
trode and connect insulated handle to active pole “1”. 
Purn on current at socket and push in plug switch “3” 
holding handle so that it or the connecting cord does 
not touch anything. 

Regulate the amount of current going to the va- 
cuum electrode by moving the level regulator “6” so 
that part of the current passes from the active pole “1” 
to neutral pole ‘'2”’. 

Do your regulating when vacuum electrode is 
connected, otherwise you may feel the spark jump to 
your fingers, 

Try strength of current on your hand before tou- 
ching patient and slip the electrode from your hand to 
surface to be treated to avoid all sparking. 

When through using pull up plug switch “3” shut- 
ting off all current from outfit. 

The spark regulator “5” changes the size of the 
spark gap ‘'4”, and this varies the intensity of the spark 
between the active pole “1” and the neutral pole “2”. 

The spark gap points are separated by turning re- 
gulator “S” to the left and the farther they are separa- 
ted the greater the length and strength of the sparks 
ies the active pole *‘1”. After reaching the maximum 
oint, further turning will stop the sparks from the ac- 
tive pole “1” showing that you are beyond the capacity 
of the Tesla coil. This does not shut off the current from 
the outfit and the spark gap should never be left in this 
condition. So turn back, to the right, until the maxim- 
_ Hse is reached and the sparks pass from active 
po e se as 
This is the full capacity of the coiland more than 
is generally required as a slightly smoother current is 
obtained by giving regulator screw one half to one full 
turn. 
| If the regulator screw “5” is turned in too far the 
sparks become intermittent and do not give a smooth 
current to the electrode. : 

If the spark regulator ‘‘S” becomes loose, tighten 
the screw on its support until it is firmly held with a 
little friction, 

As needed, clean faces of spark gap “4” with fine 
sandpaper, never emery. 


COLUMBIA 
HIGH FREQUENCY 


OUTFIT 





1. Active Pole (rubber insulated) 
** 2. Neutral Pole 
3. Plug Switch 


4. Spark Gap 
" 5. Spark Regulator 
6. Lever Regulator 


GUARANTEE 


We will replace free of charge, any part developing inherent 
defects within two years from date of sale. 





OPERATION - Battery Outfit. 


Screw the series socket into the lamp socket and use a 32 
c. p, Lamp. Connect the cord tips to the series socket and set 
the switch on the bottom marked 110 towards the front of the case, 
then operate the outfit with the regular plug switch as directed. 

On the Columbia Battery case No. 2, connect the cord tips 
to the binding posts on the battery, placing the switch on the 
battery case on No. 6, and on the High Frequency Outfit on No. 
8, or, towards the back of the case, then push down the plug 
switch as given under regular directions, 

Be sure that the switch on the High Frequency Outfit is 
never on No. 8 when it is put directly on the Electric Light 


Current. 


GENERAL TREATMENTS 

Every cell in the body is affected increasing elimination 
of dead cells and the functicnal activity cf the nervous system. 

When vacuum electrcde is applied to the body notice how 
casily sparks may be drawn by touching another part, show- 
ing that every portion is electrified. | 

Pain and soreness, local congestion and stasis are relieved. 
In chronie conditions where a counter-irritant effect is desired, 
pass the spark through several layers cf bandage or clothing. 
Keep electrode moving and use care when working arcund the 
hair or very inflammable material. Never use through oily 
dressings or collodicn. 

Do not treat teo long for the first time. In skin diseases, 
dust with talcum to prevent electrode from sticking and held 
so that a stream of fine sparks passes from the electrode to the 
skin. If much itching, give as sharp a spark as patient will 
tclerate. Do this also in treating epitheliomas, lupus, chrenic 
ulcers and wherever you desire greater action without actual 
.cauterization, 

In the treatment of prostatitis, cervical erosion, in ori- 
ficial work as in tonsillitis, laryngitis, ete., the insulated elec- 
trodes localizing the current where wanted are very convenient, 


FULGERATION 
The ecauterizing effect of the high frequency current is 
obtained by sparking into the wart, mole, neavus or growth 
you desire to destroy. : . 
The special electrede with a platinum tip is slipped into 
the insulated handle and the length of spark determined by 


